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Selenoid & Hava Kumandali Valfler / Solenoid & Pneumatic Actuated Valves

(Selenoid Bobin Serisi / Solenoid Coil Series
-

\.

| Bzellikler / Specification

ﬂodel I Model

sc1 SC2

Voltaj Toleransi / Voltage Tolerances

+10% da Voltaj Arahgi / £10% of Rated Voltage

Yalhtim / Insulation

F Sinifi / F Class

Sicakhik / Temperature

5~60°C/41~140°F

AC: 3.5VA (60Hz)

AC: 5.5VA (60Hz)

Giig Tiiketimi / Power Consumption

AC: 4.5VA (50Hz2)

AC: 6.5VA (50Hz2)

_

DC: 2.5W DC: 2.5W

(Sipari§ Kodu / Ordering Code

o\

(Parg:alarm Malzemeleri / Material of Parts

Selenoid Bobin Tipi / Selenoid Coil Type

Voltaj / Voltage

7

Parga / Item

Malzeme / Material

J\

S$C1: 15 mm - 3’lii Baglanti/ SC1: 15 mm - 3 Pin Connector Cail

8G1: 15 mm - Kauguk Rondelali / SG1: 15 mm - Grommet / Flying Leads

0: Yok 0: Nons

Gévde / Body

Cam Takviyeli Naylon / Glass Filled Nylon

SD1: 15 mm - Kauguk Rondelal ve LED’li / SD1: 15 mm - Grommet/ Flying Leads With LED

SL1: 90 Derece Fisli Kablo LED’li / SL1: 90 Degree Plug-in Wire Assembly LED

SMH1: 180 Derece Figli Kablo LED’li | SM1: 180 Degree Plug-in Wire Assembly LED

S§C2: 22 mm - 3’li Baglanti / SC2: 22 mm - 3 Pin Connector Coil

$G2: 22 mm - Kauguk Rondelal / SG2: 22 mm - Grommet / Flying Leads

LSDZ: 22 mm - Kauguk Rondelali ve LED’li / SD2; 22 mm - Grommet / Flying Leads With LED

AZACZN | o blo / Lead Wire AWG-NOD.22, NO.24
A1: AC 110V

Kablo Korumasi / Lead Wire Packing Viton / Viton
Ad: AC 24V

ig Boru / Yoke Karbon Geligi / Carbon Iron
D4: DC 24V
D2:DC 12V Belirteg / Indicator Polikarbonat / Polycarbonat

s\,

(Teknik Cizimler / Technical Drawings

J\_/L

) Qletkenlik Kesiti / Section Conductance|

rSc1 ) M3x0.5 SL1
2 27.9 7.1
| 2 % @ @ R
2-011.5x1.0 26.0 14.0 201549 20
\. J
(DIN Soket Serisi / DIN Connector Series )
[ |( Bzellikler / Specification )
model 1 Model CN1 CN2 )

Voltaj Téleransi / Voltage Tolerances

+10% da Voltaj Aralign / +10% of Rated Voltage

Koruma / Protection

IP55 ( Bobin ile Birlikte / With Coil )

Sicaklik / Temperature

5~60°C/41~140°F

Max. Akim / Max Current

25A

Max. 0.75 mm? Max. 1.50 mm?

(Sipari§ Kodu / Ordering Code

)(Parg:alarm Malzemeleri / Material of Parts

J\

st~ ]
Parga / Item Malzeme / Material
Selenoid Bobin Tipi / Selenoid Coil Type Voltaj / Voltage
CNt: 15 mm - Normal Soket  CNT: 15 mm - Nomal Connector a2acaov || GBvde / Body Cam Takviyeli Naylon / Glass Filled Nylon
CD1: 15 mm - Soket LED'li / CD1: 15 mm - Cannector With LED
C€Z1: 15 mm - Soket LED'li ve Sok Emicili / CZ1: 15 mm - Connector With LED & Surgs Suppressor A1: AC 110V Kablo / Lead Wire AWG_N0_22, NO.24
CN2: 22 mm - Normal Soket / CN2: 22 mm - Normal Connector
CD2: 22 mm - Soket LED'li / CD2: 22 mm - Connector With LED Ad: AC 24V Kablo Korumasi / Lead Wire Packing Viton / Viton
CZ2: 22 mm - Soket LED'li ve Sok Emicili / CZ2: 22 mm - Connector With LED & Surge Suppressor
CNM2: 24 mm - Normal Soket/ CNM2: 24 mm - Normal Connector D4: DC 24V Ig Boru / Yoke Karbon Geligi / Carbon Iron
CDM2: 24 mm - Soket LED'li / CDM2: 24 mm - Connector With LED
D2:DC 12V Belirteg / Indicator Polikarbonat / Polycarbonat
LCZMZ: 24 mm - Soket LED'li ve Sok Emicili / CZM2: 24 mm - Connector With LED & Surge Suppressor J1u ¢ Y

(Teknik Cizimler / Technical Drawings
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