Q///ch Selenoid & Hava Kumandal Valfler / Solenoid & Pneumatic Actuated Valves
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(YSV 10 Serisi / YSV 10 Series j
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Ozellikler / Specification
/ Model / Model YSV10 YSV11 )
Akigkan / Fluid 40y Filtrelenmis Hava / Air(to be by 40y Filter Element)
Calisma Basinci / Operating Pressure 0 ~ 8.0 bar 0 ~ 6.0 bar
Orifis Lapi / Orifice Size P=g0.8,R=00.8 P=g0.6,R=00.3
Sicaklik / Temperature (C°) 5~60°C/41~140°F
Min. Aktiflesme Zamani(sn) / Min. Activating Time(sec) 20 ms yada daha az / 20 ms or less
Max. Calisma Frekansi / Max. Frequence 10 ¢evrim/sn / 10 cycle/sec
Yaglama / Lubrication Gerektirmez / Not Required
Yalitim / Insulation F Sinifi / F Class
Voltaj Araligi / Voltage Range +10% Voltaj Oraninda / £ 10% of Rated Voltage
\ Giii¢ Tiiketimi / Power Consumption 1.2W (50mA) J
[Sembol / Symbol )
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CAKI§ Diyagrami / Flow Chart )C Parcalarin Malzemeleri / Material of Parts )
' \(
Gegirgenlik Kapasitesi / Transition Capacity Graph Parga / Item Malzeme / Material
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§ 25 = Pilot Parcalan / Pilot Parts Cam Takviyeli Naylon / Glass Filled Nylon
T 20 =
9 15 > ] Yay / Spring Paslanmaz / Stainless
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2 5 ] Kegeler / Seals NBR
= 5 .
3 1 2 3 4 5 8 7 8 Armatiir / Armature Paslanmaz Celik / Stainless Steel
a
Basing / Pressure (bar;
< (ban) Belirtec / Indicator Cap Polikarbonat / Polycarbonate
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CTeknik Cizimler / Technical Drawings
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(Klipsli Fig Soket / Plug Connector With Clip) (Kérleme Plakasi / Blanking Plate ) (Manifold Blogu / Manifold Block )
(PG2-06 | L:600mm ) (YmF 10- BLK ) [ymF1o 2 )
LPGZ -10 | L:1000 mm ) Sembol / Symbol istasyon / Station
YMF 10 (3 yol / way) | 02, 04, 06, 08, 10, 12, 14
\ AN \ >

@\

[ Siparis Kodu / Ordering Code

Valf Serisi Fonksiyon Pilot Kaynagi Manuel Calistirma Selenoid Bobin Tipi Voltaj
Valve Series Function Pilot Source Manuel Operator Selenoid Coil Type Voltage
0: 3/2 Normalde Kapah Yay Doniisiimii L: 90 Derece Figli Kablo Ledli D4: DC 24V
0: 3/2 Normally Closed Spring Return L: 90 Degree Plug-in Wire Assebly With LED .
YSV1: Selenoid Valf D: Direkt Kontrollii P: Yayh Kilitsiz
YSV1: Solenoid Valve e D: Direct Operated | P: Push Non-Lockin
1: 3/2 Normalde Agik Yay Déniisiimii P 9 M: 180 Derece Figli Kablo Ledli D2: DG 12V
1: 3/2 Normally Open Spring Return M: 180 Degree Plug-in Wire Assebly With LED :
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